TO ACCESS CONTROL PANEL

1" CONDUIT

BXBX4 W/SCREW COVER

REQUEST TO EXIT DEVICE
MOUNT CENTERED ON DOORS
APPROXIMATELY 12" ABOVE
DOOR FRAME IN 4x4 SERVICE
BOX WITH SINGLE GANG MUD
RING HORIZONTALLY MOUNTED

1/2" CONDUIT (STUBBED
BEHIND DOOR FRAME)

MOUNT SJ&B AT 10' CENTER AFF
(WHEN APPLICABLE)

1/2" CONDUIT (STUBBED BEHIND
DRYWALL)

1/2" CONDUIT IN MULLION

FLUSH MOUNT DOOR CONTACTS
(TYP OF 2)

CARD READER 4"x4" J-BOX
W/SINGLE GANG MUD RING. SEE
PLAN FOR LOCATION OF CARD
READER.

ELECTRIFIED
PANIC HARDWARE
(PROVIDED BY
OTHERS)

DOOR SWITCH

3"

6"

ACTIVE DOOR

INACTIVE DOOR

SECURE AREA

FLOOR LINE

NOTES:
1. SECURITY JUNCTION BOX (SJ&B) SHALL BE A HOFFMAN BXBX4 WITH SCREW COVER.

2. HOFFMAN ENCLOSURE AND CONDUIT TO BE PROVIDED BY ELECTRICAL CONTRACTOR.

3. DOOR HEADER CONDUIT SHALL BE STUBBED TO JUST ENTER HEADER FRAME 3" TO 4"
FROM OPENING SIDE OF DOOR.

4. IF CONDUIT IS REQUIRED, INSTALL BY APPLICABLE CODE AND JURISDICTION HAVING
AUTHORITY.

SECURITY DOOR ROUGH-IN DETAIL

NO SCALE

11-27-07

2006-227